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Recessed LED Stair Light & Wall Light

Outer Dimensions

Housing

Front cover

Light Window

Cable gland

Gasket

LED Driver

Operating temperature

Power Cable

Mounting sleeve

Dimmable Support

12# Die-casting grey powder coated aluminum
T=60-80um Adhesion of ISO class 1/ASTM class 4B

12# Die-casting aluminum

PC T=3mm

IP-68 PG-9 PVC

Molding Shaped silicone seal

Constant Voltage Input,Constant Current Output

-20˚C~40˚C

H05RN-F 2X1.0mm2     L=0.5m (low voltage)
H05RN-F 3X1.0mm2    L=0.5m (high voltage)

ABS 074#

Triac   PWM  1-10   Dali

Light source IK rate
Typical
luminance(lm)

Typical
consumption(w)

Typical
operating current(mA)Input voltage(v)Item

28×SMD3030 09Cool white 
Warm white

=82
=75

24V
120V
240V

=
=
=

5.0
6.5
6.6

24V
120V
240V

=
=
=

210
92
53

24V DC
120/240D1BE2817

70

240 81

76

255 70

Mounting sleeve 074#

Unit:mm

17.36

21.71

13.02

8.68

0.00

4.34

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

3.70m

7.50m

11.2m

14.9m

18.7m

3.00m

6.10m

9.10m

12.2m

15.2m

18.3m 22.4m

5.01 LUX

1.25 LUX

0.56 LUX

0.31 LUX

0.20 LUX

0.14 LUX

Center beam LUX Beam width

Ver.Spread:74.6 Horiz.Spread:.86.1
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Front Cover  Color Option

Dark Grey
RAL 7037

Silver Resistant Paint
RAL 9006

Sanded Black
RAL9005

Basic Secondary

IP65

Recessed LED Stair Light and Wall Light
Stainless Steel Front Cover

PWMTRIAC 1-10V DALI IP65

Housing

Front cover

Light Window

Cable gland

Gasket

LED Driver

Operating temperature

Power Cable

Mounting sleeve

Dimmable Support

12# Die-casting grey powder coated aluminum 
T=60-80um Adhesion of ISO class 1/ASTM class 4B

Hard chromeplated Stainless steel 316#

PC T=3mm

IP-68 PG-9 PVC

Molding shaped silicone seal

Constant Voltage Input,Constant Current Output

-20˚C~40˚C

H05RN-F 2X1.0mm2     L=0.5m (low voltage)
H05RN-F 3X1.0mm2    L=0.5m (high voltage)

ABS 074#

Triac   PWM  1-10   Dali

IK rate

10

Light source

54×SMD 2835

Typical
luminance(lm)

Cool white 
Warm white

=107
=80

Typical
consumption(w)

24V
120V
240V

=
=
=

5.3 
6.7 
6.8

Typical
operating current(mA)

24V
120V
240V

=
=
=

220
95
53

Input voltage(v)

24V DC
120/240

Item

D1BC5407

ABS Mounting sleeve 074#

Outer Dimensions Unit:mm

70

240 81

76

255 70

37.16

46.45

27.87

18.58

0.00

9.29

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

3.20m

6.40m

9.60m

12.7m

15.9m

2.20m

4.40m

6.60m

8.80m

11.0m

13.2m 19.1m

11.11 LUX

2.78 LUX

1.23 LUX

0.69 LUX

0.44 LUX

0.31 LUX

Center beam LUX Beam width

Ver.Spread:57.8 Horiz.Spread:.77.1
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